
CLIMBER
INSPECTION CHECKLIST

If any of these conditions exist, report to your supervisor.
For questions on use or inspection, please contact our customer service department at 1-800-YES-BUCK or visit our website at www.BuckinghamMFG.com

Be sure to use appropriate gaff guage.
Guages may vary with manufacturer

Employee (Print): Inspected By (Print):

Signature: Signature:

Date: Date:

Notes:

CLIMBER PADS PASS FAIL NOTE

Cuts

Burns or charring

Loose, cut, frayed or missing stitching

Loose, bent or missing rivets

Holes that have been added outside the factory

HARDWARE PASS FAIL NOTE

Cracks or nicks

Distorted / bents

Rust or corrosion

FOOTS STRAPS / LEG STRAPS PASS FAIL NOTE

Cuts

Abrasions

Chemical or physical exposures

Excessive wear

Loose, bent or missing rivets

Elongated holes

Holes that have been added outside the factory

GAFFS PASS FAIL NOTE

Visible Cracks

Cuts, marks or gouges

Gaff screws or pins missing

Gaff not properly shaped

Gaff fails length test

Gaff fails thickness test

Gaff fails width test

Must meet gaff guage

CLIMBER LEG IRONS PASS FAIL NOTE

Does not meet gaff guage

Visible cracks

Cuts, marks or gouges

Foot strap ring not secure to climber

Climber stirrup shows considerable wear

Distorted / bents

CLIMBER SLEEVES PASS FAIL NOTE

Screws are missing or loose

Strap loop is loose

Visible cracks

Cuts, marks or gouges

Distorted / bents


